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Slip of polypropylene melts over different laser-induced periodic nano-structures in thin-wall injection 
molding  
D. Masato, M. Sorgato, A. Batal, S. Dimov, G. Lucchetta  
 
Abstract. In injection molding, high pressure is required to completely replicate the mold geometry, due to the 
viscosity of thermoplastic polymers, the reduced thickness of the cavity and the low mold temperature. The 
reduction of the drag required to fill a thin-wall injection molding cavity can be promoted by inducing the strong 
slip of the polymer melt over the mold surface, which occurs within the first monolayer of macromolecules 
adsorbed at the wall. In this work, the effects of different Laser-Induced Periodic Surface Structures (LIPSS) 
topographies on the reduction of the melt flow resistance of polypropylene were characterized. Ultrafast laser 
processing of the mold surface was used to manufacture nano-scale ripples with different orientation and 
morphology. Moreover, the effects of those injection molding parameters that mostly affect the interaction 
between the mold surface and the molten polymer were evaluated. The effect of LIPSS on the slip of the polymer 
melt was modelled to understand the effect of the different treatments on the pressure required to fill the thin-wall 
cavity. The results show that LIPPS can used to treat injection mold surfaces to promote the onset of wall slip, 
thus reducing the injection pressure up to 13%. 
 
Keywords: thin-wall injection molding; laser-induced periodic surface structures; wall-slip; reduction of melt 
flow resistance; mold surface engineering 
 
  
1. Introduction  
The interest for weight and cost reduction of plastic products has been constantly pushing injection molding 
manufactures towards the design of thinner parts [1-3], thus allowing the reduction of resources consumption and 
of the environmental burdens [4]. In this context, the capabilities of the injection molding process have to be 
developed to sustain the trend towards cavity thickness reduction while maintaining the quality standards [5]. In 
this sense, engineering of mold surface topography for injection molding of thin-wall plastics parts is of great 
interest for several plastic manufacturing applications, as packaging, consumer electronics and biomedics [6]. 
Design and optimization of mold surface properties can lead to improvements of the filling phase of thin-wall 
cavities, which is the most critical phase of the process due to the raise of cavity pressure [7]. In fact, mold surface 
properties can be exploited to minimize the interactions between the polymer and the tool thus reducing the 
pressure required to achieve complete replication of the mold geometry [8]. Recently, Masato et al. observed that 
low-friction mold surface coatings can be used to promote the filling behavior of polystyrene injected in thin-wall 
cavities through the wall slip phenomena at the polymer-mold interface [9]. In fact, the reduced thickness typical 
of thin-wall parts can lead to polymer flows characterized by shear stress values significantly higher than those 
observed in conventional injection molding [10]. Under these flow conditions, the conventional ‘no-slip boundary 
condition’ is no longer valid and the onset of the wall slip phenomenon occurs [11]. 
Considering a polymer melt flowing next to a solid wall polymer, it can be assumed that a monolayer exists 
where macromolecular chains are adsorbed to the wall through several sites along their backbone [12]. These 
molecules are connected with the bulk of the polymer through entanglements with other neighbor molecules. 
Under flow conditions, the chain loops attached to the mold surface are pulled by the entanglements with the bulk 
molecules that are being stretched in the flow direction. When the applied forces increase above a critical value, 
the chains detach from the interface, leading to the onset of wall slip [13]. 
Several researchers have reported that surface topography have a significant effect on the wall slip 
phenomenon [14-16]. Ebrahimi et al. investigated the slip of polymer melts over micro-patterned metallic surfaces 
under isothermal temperature conditions [12]. The surface of the dies were manufactured by laser irradiation, to 
obtain topographies characterized by roughness values in the range of few micrometers, thus being much larger 
than the coil size of a typical polymer macromolecular chain that is of the order of a few nanometers. Consequently, 
when flowing through the die, the polymer chains replicate the topography and the polymer-wall interface is 
replaced by a stronger polymer-polymer interface, which leads to a decrease of the wall-slip phenomenon.  
In contrast, Bellantone et al. performed short-shot injection molding experiments observing that, as cavity 
thickness decreases, higher surface roughness allows the melt to flow forward into the cavity [17]. Similar results 
were found Zhang et al. that developed a model to predict the effect of surface roughness and reported that it 
affects the filling behavior by modifying the heat transfer mechanism at the polymer-mold interface [18]. However, 
in both studies the mold surface was realized by means of conventional machining processes and the roughness of 
the mold surface was in the micrometer range. 
Laser Induced Periodic Surface Structures (LIPSS) are well known surface nano-structures that are generated 
with linearly polarized laser using ultrashort pulse [19]. The ablation with femtosecond-lasers generates 
topographies characterized by periodic nano-structured ripples that were recently used to modify the surface  
properties for an increasing number of applications [20]. In particular, LIPSS have been successfully used to 
modify the wettability of steel surfaces [21,22], improve their tribological behavior [23] and increase hardness and 
wear resistance [24,25].  
In injection molding applications, femtosecond-laser processing has been used to functionalize the surfaces of 
plastic parts by treating the mold surfaces [26,27]. In particular, Bekesi et al. utilised a short-pulse laser to 
pattern/texture the surfaces of injection molds that were used to produce polymer replicas with super-hydrophobic 
surfaces [28]. Jwad et al. exploited the use of laser-induced ripples to fabricate diffraction holograms, which could 
potentially be transferred onto plastic parts and mass manufactured by injection molding [29]. To replicate 
completely such nano-scale structures, the temperature of the mold surface must be higher than the polymer glass 
transition temperature (for amorphous polymers) or melting temperature (for semi crystalline ones) [30,31]. More 
recently, LIPSS with the same morphology but different orientation were used to reduce the melt flow resistance 
of polyethylene terephthalate (PET) injected in a slit die cavity [32]. The results were encouraging but the effect 
needs further investigation, especially regarding the influence of ripples’ morphology and injection molding 
conditions. 
In this work, the pressure required to fill a thin-wall injection molding cavity was analyzed considering the 
effects of different LIPSS topographies. Three different ripples’ orientations and morphologies were obtained by 
controlling the direction of the laser polarization plane. The wall slip behavior of a polypropylene melt injected 
over nano-structured mold surfaces was characterized under non-isothermal temperature conditions. The effects 
of process parameters on interactions between the mold surface and molten polymer were investigated, i.e. mold 
temperature and injection speed. A numerical model of the injection molding process was then used to determine 
the slip velocity and thus to understand better the effects of LIPSS on reducing the melt flow resistance. 
 
2. Materials and methods 
2.1. Part and mold design  
In this study, the effect of LIPSS on the filling flow resistance was investigated by monitoring the pressure 
drop of the polymer melt in a thin-wall injection molding cavity. Specifically, two piezoelectric transducers were 
flush mounted into the cavity and thus to obtain direct measurements of the cavity pressure drops on each laser 
treatmented mold surface. 
Injection molding experiments were conducted using a slit die geometry of the mold cavity, which had a length 
(L) of 40 mm, width (w) of 6 mm and thickness (t) of 0.4 mm. The open-flow channel design allows a stationary 
flow regime to be achieved under injection molding conditions [33]. In fact, when the flow front reaches the end 
of the channel the injection pressure stabilizes to a steady-state value.  
A modular mold assembly (Hasco K-standard system) was designed to mount interchangeable inserts with 
different LIPSS on both sides of the cavity, as shown in Fig. 1. The mold temperature was set and controlled using 
two electrical cartridge heaters (diameter: 6.5 mm) and a thermocouple in each of the mold halves. 
 
 
Fig. 1. Mold design with the treated inserts used for the injection molding experiments 
 
2.2. LIPSS generation 
The mold inserts were treated using an ultrashort laser to generate LIPSS on steel surfaces. In particular, nano-
scale ripples on the mold cavity walls were obtained by processing the surfaces with a near-infrared ultrashort 
laser with a wavelength of 1030 nm. Before the laser processing, the steel (hardened and tempered H13 chromium-
molybdenum) surfaces of the mold inserts were polished to obtain a surface roughness (Sa) better than 0.2 μm. 
Table 1 provides the main process settings used for covering the mold inserts with LIPSS.  
 












1 0.161 ‖ 310 250 1000 
2 0.161 ⊥ 310 250 1000 
3 0.161 & 0.028 ‖ & ⊥ 310 250 1000 
 
Three different nano-structured topographies were obtained by generation of LIPSS with different morphology 
and orientation. In particular, Insert 1 and Insert 2 were designed to have identical morphology but different 
orientation with respect to the polymer melt flow direction. In fact, when scanning with laser, LIPSS self-organize 
on the surface with orientation perpendicular to the polarization plane direction [19]. Thus, Insert 1 was treated 
using a polarization plane with direction perpendicular to the flow direction, allowing the generation of LIPSS 
parallel (‖) to the flow direction. Conversely, Insert 2 was treated with a polarization plane that had direction 
parallel to the flow direction and the generated LIPSS were perpendicular (⊥) to the flow direction.  
The morphology of the nano-structures realized on Insert 3 was modified by carrying out two consecutive laser 
scans perpendicular each other.  
 
2.3.  LIPSS Characterization 
The morphology of the nano-structures generated on the mold cavity surfaces was analyzed by using Scanning 
Electron Microscopy (SEM – FEI, Quanta 400). Especially, LIPSS on the three inserts were compared and their 
overall regularity was evaluated. SEM micrographs of the mold inserts surfaces were obtained with an acceleration 
voltage of 20kV, a working distance of about 10 mm and a secondary and back-scattered electron detector 
(Everhart-Thornley detector – ETD). 
The topography was characterized by employing Atomic Force Microscopy (AFM – Veeco Digital 
Instruments, CP II). The instrument was equipped with a silicon sharp tip, which had curvature radius of 6 nm, 
cantilever length of 125 μm, width of 30 μm and thickness of 2 μm. 
 
2.4. Injection molding setup 
The effects of LIPSS on the injection molding process were investigated using a commercial polypropylene 
(PP – Total, PPC 7642). Its properties are provided in Table 2. The polymer was selected because of its wide use 
in thin-wall applications. 
 
Table 2. Main properties of the polypropylene selected for the injection molding experiments. 
Property Test Method PP 
Structure - Crystalline 
Density [g/cm3] ISO 1183 0.91 
Transition temperature [°C] ISO 6721 165 
Melt Volume Rate [cm3/10 min] ISO 1133 16 (230 °C – 2.16 kg) 
 
Injection molding experiments were conducted using a state-of-the-art micro injection molding machine 
(Wittmann Battenfeld, MicroPower 15). The setup allowed a maximum injection speed of 750 mm/s (i.e. a flow 
rate of about 15 cm3/s, given the 5 mm diameter of the injection plunger) and a maximum injection pressure of 
270 MPa. 
 
2.5. Process monitoring  
The melt flow resistance associated with each mold insert, treated with different LIPSS, was investigated by 
monitoring the cavity pressure drop during the injection phase. Specifically, two piezoelectric transducers (Kistler, 
6182C) were used to monitor the pressure at 6 mm and 30 mm from the injection location, respectively. The 
piezoelectric charge signals from the sensors were acquired, processed and logged using a charge amplifier 
(Kistler, 5039A), a 16-bit analog input module (National Instruments, NI 9205) and a software created in Labview. 
The acquisitions were performed at a rate of 2,500 s-1 (i.e. with a time step of 0.4 ms).  
The acquired cavity pressure curves were aligned to the beginning of the injection phase, and the steady-state 
values of the cavity pressure were collected (Fig. 2). The melt flow resistance was then evaluated by calculating 
the difference between the average values of the steady–state zones of the two pressure signals (i.e. gate pressure, 
end pressure). In fact, the difference between the pressure values measured at the two extremities of the channel 





Fig. 2. Pressure signals acquired in the mold cavity by the piezoelectric transducers during polymer injection 
together with the resulting pressure drop. 
 
2.6. Experimental approach 
The effects of mold surface nano-structuring on melt flow resistance were investigated by conducting injection 
molding experiments under standard industrial processing conditions. In particular, the thermal conditions during 
the tests were non-isothermal as the mold surface temperature was significantly lower than the temperature of the 
injected polymer melt. 
The effects of injection molding process parameters were evaluated by varying the injection speed and the 
mold temperature as shown in Table 3. In particular, the speed of the injection plunger was varied between 100 
and 600 mm/s, which in turn caused the average velocity of the melt in the channel to range from 800 to 4900 
mm/s. 
Table 3. Injection molding process parameters selected for the experiments. 
Parameter Unit Value 
Injection Speed mm/s 100, 200, 300, 450, 600 
Mold Temperature °C 60, 80 
Melt Temperature °C 230 
 
In order to achieve adequate stability of the injection phase, 20 molding cycles were performed before the first 
acquisition of the cavity pressure. Then, 5 acquisitions were collected, one every 5 cycles, for each molding 
condition. 
 
3. Numerical modelling 
The slippage of the polymer melt over the LIPSS-treated mold cavity surfaces was modelled to understand the 
effect of different treatments on the pressure required to fill the thin-wall cavity. The governing equations for the 
3-D flow simulation of a compressible viscous fluid under steady-state, non-isothermal and creeping flow 
conditions are given as follows. The continuity equation:  
𝜕𝜌
𝜕𝑡
+ ∇ ∙ 𝜌𝐯 = 0           [1] 




= 𝜌𝐠 + ∇ ∙ 𝛔           [2] 




+ 𝐯 ∙ ∇𝑇) = 𝛽𝑇 (
𝜕𝑝
𝜕𝑡
+ 𝐯 ∙ ∇𝑝) + 𝑝∇ ∙ 𝐯 + 𝝈: ∇𝐯 + ∇ ∙ (𝑘∇𝑇)     [3] 
where 𝜌 is the density, v is the velocity vector, p is the pressure, T is the temperature, cp is the specific heat, β 
is the coefficient of volume expansion and 𝛔 is the stress tensor of the viscous fluid. The general relationship 
between the stress tensor and rate of the deformation tensor is 𝛔 = 2𝜂(|?̇?|)𝐃. The rate of deformation tensor D is 
defined as: 𝐃 = (∇𝐯 + ∇𝐯𝐓)/2, where ∇𝐯 is the velocity gradient tensor. The well-known generalized non-














         [5] 
where n, τ∗, D1, D2, D3, A1 and ?̃?2 are fitting parameters. The boundary conditions for the flow problem were 
constant flow rate at the gate and slip allowed boundary at the wall, governed by a modified power-law slip model 








𝑖            [6] 
where us is the slip velocity, σw is wall shear stress, σc is the critical wall stress for slip, i is a power-law index, 





 with a large power k basically zeros the slip velocity for stresses 
less than σc and it becomes about equal to one for shear stresses slightly greater than σc. 
The thermal problem was relatively simple. The heat was considered to be transferred only across the mold 
wall. Viscous heating was included by the term 𝜂?̇?2. The boundary condition for the thermal problem was the 
Newton’s equation for convective heat transfer: 
?̇? = ℎ𝐴(𝑇𝑤 − 𝑇∞)           [7] 
where ?̇? is the heat transferred per unit time, h is the heat transfer coefficient (HTC), A is the heat transfer 
surface area, Tw is the mold temperature and 𝑇∞ is the melt temperature. In particular, a HTC value of 10,000 
W/(m2K) was used, which was determined by inverse analysis, fitting the results of a no-slip numerical simulation 
on the experimental ones for the untreated mold insert. Then, the numerical model was adjusted to the experimental 
data by introducing a slip velocity for the LIPSS-treated mold inserts. For the LIPSS-treated inserts the HTC was 
not varied but wall slip was introduced in the numerical model to account for the injection pressure reduction. 
Process parameters in the simulation were set in agreement with those adopted for the experiments (Table 3). 
In particular, the flow rate filling control was set by calculating the time required for the polymer melt front to 
flow from the first to the second sensor in the cavity and thus to simulate accurately the flow conditions that 
characterize the polymer melt in the cavity [35]. 
  
4. Experimental results 
4.1. LIPSS characterization 
The mold surfaces covered with LIPSS were analyzed employing SEM and exhibited diverse orientation and 
morphology of the ripples (Fig. 3). In particular, the nano-structures are oriented along the flow direction for Insert 
1, while they are similar but normal to the flow for Insert 2. Conversely, Insert 3 is characterized by crossed nano-
structures, due to the two consecutive orthogonal laser scans. Thus, no significant LIPSS directionality for Insert 
3 could be identified with respect to the flow direction,. 
Overall, for the entire mold insert, the SEM analysis indicates good LIPSS homogeneity and absence of major 
defects over the whole surface that underwent a laser treatment. 
 
 
Fig. 3. SEM micrographs of the mold surfaces with the varying orientation of nano-structures. 
 
Fig. 4 shows the ripples’ topographies generated on the three different mold inserts together with respective 
profiles used to characterize their dimensions. Specifically, for each mold insert, the pitch, the width and the depth 
of the nano-structures were measured. The results of the analysis depicted in Table 4 show no significant 
dimensional difference between mold Insert 1 and Insert 2. Indeed, the topographies were generated by applying 
the same laser processing parameters and only the polarization plane was varied. The topographical 
characterization performed on Insert 3 indicates that the dimensions of the crossed-ripples are similar to those of 
the ripples’ nano-structures realized on Insert 1 and Insert 2. 
 
 
Fig. 4. AFM topographies and profiles of LIPSS on the three mold surfaces. 
 
Table 4. AFM measurements of the nano-structures generated on the mold surfaces. 














Laser 1 742 134 784 82 87 38 
Laser 2 791 104 758 145 89 23 
Laser 3 747 100 759 54 109 13 
 
4.2. Effect of LIPSS on drag reduction 
The results of the injection molding experiments provide evidences that treating the mold surfaces with LIPSS 
can be effectively used to reduce the melt flow resistance. Fig. 5 (a) shows the effect of ripples on drag reduction 
at a mold temperature of 60 °C and this is a clear evidence that all considered laser treatments had a positive effect. 
In particular, the highest reduction (i.e. 13%) was obtained with the intersecting ripples (Insert 3). Smaller, but 
still significant reductions, were observed for the parallel (i.e. 8%) and transversal (i.e. 3%) ripples. 
 
 
Fig. 5. Experimental measurements of cavity pressure drop (maximum standard deviation: 3 bar) for the 
three different LIPSS treatments as a function of the injection speed at mold temperature of (a) 60 °C 
and (b) 80°C. 
 
Considering the influence of the LIPSS orientation on the pressure drop reduction, the filling flow of the 
polymer melt in the thin-wall cavity is clearly affected by the onset of the wall slip effect. In fact, a decrease of 
pressure drop due to the thermal insulation of the cavity would be less significant [11] and independent from the 
LIPSS orientation. Instead, the high viscosity of polypropylene and the low mold surface temperature when the 
cavity thickness was reduced led to high shear stresses at wall and a slippage of the polymer melt.  
During the filling phase of the injection molding process, the polymer macromolecules in contact with the 
mold surface are adsorbed to it with a certain density, which is affected by the mold topography [32]. For a high 
shear stress, above a critical value that depends on the density of adsorbed chains [36], the flow conditions are 
affected by the sudden disentanglement of the macromolecules in the bulk from those adsorbed at the interface. 
This leads to the formation of a polymer/polymer interface at which the strong slippage of the polymer melt occurs 
[12]. 
The nano-structured topographies generated on the mold inserts affect the slip phenomenon, and eventually 
the drag reduction, by modifying the adsorption density. In fact, due to the relatively low mold surface temperature, 
the macromolecules in the melt flow are not able to completely replicate the nano-scale LIPSS troughs and 
consequently the loop chains are adsorbed near ripples crests. Hence, the effect of the nano-structures is that of 
reducing the number of adsorption points at the mold surface in comparison with the untreated mold insert. The 
smaller resistance to disentanglement, due to lower adsorption density, lead to a lower value of the critical shear 
stress for the onset of a strong wall slip. 
The highest reduction of the melt flow resistance was obtained with Insert 3, which is characterized by a 
topography that offers the less interaction with the filling polymer melt. The intersecting ripples favor the 
minimization of the areas where the macromolecules can be absorbed at the mold surface. 
The different orientation of LIPSS in Insert 1 and Insert 2 did not modify the density of the adsorbed chains. 
However, under strong flow conditions, the transversal ripples obstruct the deformation of the macromolecules 
adsorbed at ripples crests by counteracting their bending, as observed by Sorgato et al. [32]. 
 
4.3. Effect of mold temperature 
Fig. 5 (b) shows the effects of different LIPSS morphologies on drag reduction in  the injection molding 
experiments carried out with a mold surface temperature of 80°C. Overall, it can be stated that a higher mold 
temperature reduces the effect of laser treatments in comparison with the results obtained at lower temperatures, 
i.e. at 60°C as discussed in the previous section. In particular, reductions of 6%, 2%, and 8%, were obtained with 
Insert 1, Insert2 and Insert 3, respectively.  
The higher value of mold surface temperature reduces the thermal gradient between the mold surface and the 
polymer melt. Therefore, the polymer macromolecules can replicate better the nano-structured mold topography. 
In fact, several researchers have reported that a higher mold temperature can be used to promote the replication of 
nano-structured topographies [37,38]. However, this increases the adsorption density at the polymer/mold interface 
that results in higher critical shear stress for the onset of the strong wall slip phenomenon. 
 
5. Modelling of slip velocity 
The results of the injection molding experiments indicate that the filling flow is affected by the wall slip 
phenomenon. In fact, when molding with the LIPSS treated inserts the pressure drop is smaller in comparison with 
that observed on the untreated mold insert. Hence, the higher the drag reduction the higher the slip velocity, due 
to the smaller interaction at the polymer/mold interface. 
In order to evaluate the effect of the laser treatment on wall slip, a numerical model was calibrated by 
determining the slip velocity value that minimizes the difference between the simulated and experimental values. 
An inverse analysis approach was followed to carry out an iterative variation of the wall slip velocity in the 
numerical model. 
Fig. 6 shows the results of the simulations, reporting the slip velocities calculated for the different LIPSS 
treatments as a function of the shear stress at wall. Since the wall slip model takes into account the pressure drop 
reduction measured on the LIPSS-treated inserts, a higher drag reduction corresponds to a higher slip velocity and 
therefore to a lower shear stress at wall. The high values of the calibrated slip velocity and their good linear 
correlation to the shear stress at wall indicate that, for all the experimental conditions, the flow conditions are in a 
strong-slip regime [39]. 
The results of the simulations provide further evidences that for higher mold temperatures the onset of the 
strong slip mechanism is shifted to higher values of the shear stress at the wall. Indeed, at 80 °C the higher 
adsorption density results in lower deformability of the macromolecules attached to cavity walls and thus in a 
higher resistance to their bending when under strong flow conditions [32]. 
 
 
Fig. 6. Slip velocity of PP as a function of wall shear stress and LIPSS treatments for mold temperatures of 
(a) 60 °C and (b) 80 °C. 
 
6. Conclusions 
In this work, the effect of LIPSS on the filling flow resistance in thin-wall injection molding of polypropylene 
was investigated. The use of ultrafast laser processing of the mold surface allowed the generation of different 
surface topographies, which are characterized by nano-scale ripples of different orientation and morphology. 
The results of the injection molding experiments showed that the different LIPSS topographies affect the filling 
resistance by modifying the critical shear stress in regards to the onset of the wall slip effect. In particular, nano- 
structuring was observed to reduce the density of adsorbed macromolecules at the polymer/mold interface. The 
highest reduction of the injection pressure (i.e. 13%) was obtained when molding PP over the intersecting ripples. 
In fact, considering the reduced dimensions of the LIPSS troughs, the polymer is not able to replicate the nano-
scale topographies and adsorption is limited near ripples intersections. Moreover, it was observed that the ripples 
parallel to the flow favors the bending of the adsorbed chain loops, and thus promoting the disentanglement from 
those adsorbed in the bulk in comparison with those normal to the flow. 
The effect of laser treatment on wall slip was further investigated using a numerical model that was calibrated 
by determining the slip velocity value that minimizes the difference between the simulated and experimental 
values. In fact, the higher the drag reduction the higher the slip velocity, due to the smaller interaction at the 
polymer/mold interface. The good linear correlation between the calibrated slip velocity values and the shear stress 
at wall, obtained from the simulations, shows that the flow conditions are characterized by a strong slip regime. 
The effect of increasing the mold surface temperature was investigated both experimentally and numerically. 
The results show that the LIPSS treatment affects the filling flow by shifting the onset of the strong slip 
phenomenon to higher shear stress values. Indeed, the higher adsorption density at a higher temperature results in 
lower deformability of the macromolecules attached to cavity walls and thus in a higher resistance to their bending 
when under strong flow conditions. 
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